The

water tape

Driller's Water Level Meter

A Tough Economical Water Level Meter
Built for Well Drillers

he durability and low cost of the Water Tape
Water Level Meter make it the ideal choice

for well drillers.

All you need ina
water level meter... forless

The water tape iseasy to use, easy to read and easy toclean.
The water tape has a strong 300ft (100m)
measuring tape wound on a tough aluminum reel

mounted on a tubular steel frame.

The water tape is designed and built to the same
high standards as all other HERON products.

The HERON water tape
gives you these features for easy use:

* Strong Polyethylene measuring tape reinforced with Kevlar.
Stainless Steel Conductors

* Full depth rated probe, 5/8in (16mm) dia. stainless steel
and Teflon® construction

* Dirt and Waterproof encapsulated electronic module includes a circuit/battery,
test button, visual & audible signal and sensitivity control

* Easy access 9V battery and draw

* Durable powder coated tubular steel frame with vinyl hand grip, casing hook,
probe holder and large ergonomic brake

The HERON Water Tape has a 12 month warranty
backed by HERON Instruments second to none service.

Signal  Audible buzzer and light
Weight  9lbs (4kilo)
Dimensions 14 1/2inx 1 1/2in (37cm x 27cm x19cm)
Tape construction  Polyethylene with stainless steel conductors
and kevlar reinforcement, 300Ib break strength
Tape Length  300ft (100m)

Tape Graduation  1ft (10cm) numbered intervals indelibly printed in black For Hydrogeological Studies we
Probe  5/8"in(16mm) diameter x 71/2in (19cm) long. recommend the Heron Dipper-T
Stainless steel & Teflon® construction Water Level Meter

Power  One 9 volt battery
Optional ~ Canvas carrying bag

Longer tape lengths to special order Hﬁ : RO
)

Teflon® is a regsitered trademark of Dupont INSTRUMENTS
Groundwater Monitoring  INC.

Call 1-800-331-2032 ¢ Fax 905-877-7297 ¢ info@heroninstruments.com ¢ www.heroninstruments.com
The HERON water tape Water Level Meter is a Top Quality Instrument




